
Atlas Copco Construction Equipment
3700 East 68th Avenue
Commerce City, CO 80022 USA
Phone: +1 (800) 732-6762; 
Fax: +1 (303) 288-8828
www.atlascopco.us

Copyright © 2011 Atlas Copco Construction Mining Technique USA LLC. All rights reserved.
® Atlas Copco is a registered trademark of Atlas Copco AB

The information contained herein is general in nature and is not intended for 
specific construction, installation or application purposes.

Use only authorized parts.Warranty or Product Liability does not cover any 
damage or malfunction caused by the use of unauthorized parts.
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U.S. Distribution Center
Atlas Copco Compressors LLC
1800 Overview Drive
Rock Hill, SC 29730

Atlas Copco's QAS Series of generators offer standard features that maximize safety and minimize environmental impact plus:

Durability
• Rugged Zincor steel coated canopy.
• Mounted on durable skids.
• Designed for extreme weather conditions.
• 110% fluid containment frame prevents any environment contamination

Efficiency
• Increased up-time: carefully selected components and tested configuration.
• Genuine versatility: All our generators can power a wide variation of critical applications.
• Reduced cost of ownership: 500 hrs service intervals, efficient transport handling.
• Designed for easy servicing.

Health, Safety and Environment
Atlas Copco’s stringent manufacturing standards follow ISO 9001 quality assurance regulations.
All components are produced and tested to exacting standards for optimum performance

www.atlascopco.com/portablepower

Atlas Copco Generators
Designed to perform, built to lastGenerator Features

 
 

Generator Options

•Multi-Voltage Selector Switch 

•Remote Start / Stop 

•110% Fluid Containment

•Lockable control panel

•Analog gauges measure volts,   
amps and frequency

•Curbside power connections*

•Digital Control System

•15 Inch Wheels* 

•Electronic Governor* 

•Coolant Heater*

•Separate excitation winding allows

  for excellent motor starting*

•Fluid drains

•Skid-Mount Variant 
•Battery Charger 
•Ball Coupling 
•Spare Tire 

•Rear Stabilizer Jacks 
•Tool Box 
•External Fuel Connections 
*Consult the spec sheet for specific features and 
  options for each model.



FULL LINE 
QAS SERIES
Model QAS 20 QAS 25 QAS 45 QAS 70 QAS 90 QAS 120 QAS 150 QAS 250 QAS 330 QAS 600

Rated Standby Power 19.2 kW / 19.2 kVA 22 kW / 28 kVA 39 kW / 50 kVA 62 kW / 78 kVA 80 kW / 100 kVA 106 kW / 133 kVA 125 kW / 156 kVA 203 kW / 253 kVA 294 kW / 367 kVA 503kW / 628 kVA
Rated Prime Power 17.3 kW / 17.3 kVA 20 kW / 25 kVA 35 kW / 45 kVA 56 kW / 70 kVA 72 kW / 90 kVA  95 kW / 120 kVA 112 kW / 140 kVA 183 kW / 228 kVA 264 kW / 330 kVA 457 kW / 571 kVA
Voltage Selections - 3Ø N/A 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480 208 / 240 / 480
Voltage Selections - 1Ø 120 / 240 120 / 240 120 / 240 120 / 240 120 / 240 120 / 240 120 / 240 120 / 240 120 / 240 N/A
Amperage Capacity @ 120 volts 1Ø 2 x 66 amps 2 x 66 amps 2 x 116 amps 2 x 180 amps 2 x 250 amps 2 x 333 amps 2 x 336 amps 2 x 549 amps TBA N/A
Amperage Capacity @ 240 volts 1Ø 70 amps 70 amps 116 amps 180 amps  250 amps 333 amps 336 amps 632 amps TBA N/A
Amperage Capacity @ 208 volts 3Ø N/A 69 amps 116 amps 195 amps 250 amps 330 amps 388 amps 632 amps TBA 1586 amps

 Amperage Capacity @ 240 volts 3Ø N/A 60 amps 100 amps 168 amps 216 amps 288 amps 336 amps 577 amps TBA 1374 amps
 Amperage Capacity @ 480 volts 3Ø N/A 30 amps 50 amps 84 amps 108 amps 144 amps 168 amps 275 amps TBA 687 amps
 Sound Pressure Level @ 23 ft @ 75% load 65 dB(A) 65 dB(A) 68 dB(A) 67 dB(A) 67 dB(A) 67 dB(A) 71 dB(A) 74 dB(A) 74 dB(A) 77 dB(A)
 Fuel Tank Capacity 30 gal. 30 gal. 70 gal. 170 gal.  170 gal. 170 gal. 219 gal. 450 gal. 450 gal. 239 gal.
 Fuel Consumption At 75% Load 1.04 gl/hr 1.04 gl/hr 1.9 gl/hr 3.4 gl/hr 4.9 gl/hr 5.9 gl/hr 7.1 gl/hr TBA TBA 26.3 gl/hr
 Fuel Autonomy At 75% Load 29 hr 29 hr 36 hr 49.2 hr 32.6 hr 27.1 hr 30.8 hr TBA TBA 9 hr

Engine Kubota Kubota Kubota John Deere John Deere John Deere John Deere John Deere John Deere Volvo Penta
 Model V2403 V2403 V3600T 4045TF285 4045HF285 4045HF285 6068HF285 6090HFG94 6090HFG95 TAD1641 GE
 Rated Speed 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm 1800 rpm
 Emission Compliance EPA Interim Tier 4 EPA Interim Tier 4 EPA Interim Tier 4 EPA Tier III EPA Tier III EPA Tier III EPA Tier III EPA Interim Tier 4 EPA Interim Tier 4 EPA Tier II
 Rated Output 29.6 HP @ 1800 rpm 29.6 HP @ 1800 rpm 52 HP @ 1800 rpm 99 HP @ 1800 rpm 126 HP @ 1800 rpm 158 HP @ 1800 rpm 169 HP @ 1800 rpm 318 HP @ 1800 rpm 433 HP @ 1800 rpm 660 HP @ 1800 rpm
 Coolant Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol Water / Glycol
 Cylinders 4 4 4 4  4 4 6 6  6 6
 Displacement 2.4 L 2.4 L 3.6 L 4.5 L 4.5 L 4.5 L 6.8 L 9  L 9 L 16 L
 Engine Control Electronic Electronic Mechanical Electronic Electronic Electronic Electronic Electronic Electronic Electronic

Alternator Leroy Somer Leroy Somer Leroy Somer Stamford Stamford Stamford Leroy Somer Leroy Somer Leroy Somer Leroy Somer
 Model LSA40M5 LSA40M5 LSA43.2 S15 UCI 224 E UCI 224 G1 UCI 274 C1 LSA 44.2 VS75 LSA 46.2 MS LSA 46.2 L9 LSA 47.2 M7
 Degree Of Protection / Insulation Class IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H IP23 / H

Dimensions And Weight              
 Dimensions Skid (L x W x H) 82.5 x 37.4 x 51 in 82.5 x 37.4 x 51 in 82.7 x 37.5 x 53 in 112 x 44 x 67 in 112 x 44 x 67 in 112 x 44 x 67 in 133 x 47 x 76 in 153 x 55 x 90 in 153 x 53 x 90 in 189 x 59 x 90 in
 Weight - Skid Wet 1,868 lbs 1,868 lbs 2,410 lbs 5,310 lbs 5,310 lbs 5,360 lbs 7,484 lbs 11,761 lbs 11,761 lbs 13.793 lbs
 Dimensions w/Trailer (L x W x H) 110 x 59 x 57 in 110 x 59 x 57 in 136.2 x 62.6 x 80.1 in 176 x 78 x 80 in 176 x 78 x 80 in 176 x 78 x 80 in 191 x 84 x 92 in 217 x 87 x 108 in 217 x 87 x 108 in  261 x 102 x 107 in
 Weight - w/Trailer Wet 2,121 lbs 2,121 lbs 3,162 lbs 6,560 lbs 6,560 lbs 6,610 lbs 8,541 lbs 13,459 lbs 13,459 lbs 16,493 lbs

Convenience Receptacles              
 20 amp - 125 volt GFCI duplex 2 2 2 2  2 2 2 2  2 2
 50 amp - 125 / 250 volt twist lock 2 2 2 2  2 2 2 2  2 2


